SOLID LINES INDICATE TERMINAL
SECTICON FOR TYPE A AND C
GUARDRAIL

DASHED LINES INDICATE ADDITIONAL TERMINAL
SECTION REQUIRED FOR TYPE B GUARDRAIL

GUARDRAIL 7620
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(1) THE CONTRACTOR MAY AT THEIR OPTION, FURNISH
EQUIVALENT SECTIONS FABRICATED FROM MATERIAL
MEETING AND IN ACCORDANCE WITH THE REQUIRE-—
MENTS OF ASTM A769. GRADE 36(248 MPa) OR 40
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LI Il ALL WELDS AS SHOWN. 25 51 25
M m CONNECTORS WILL BE CONSTRUCTED OF 102 mm X 10 mm BAR.
4 — ALL HOLES IN CONNECTORS WILL BE 21 mm. 101
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DETAIL OF TERMINAL POST CONNECTOR
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CONNECTOR FOR POST NO.3

AS AN ALTERNATE TO ALL WELDED JOINTS THE CONTRACTOR
WILL BE PERMITTED TO BEND CONNECTORS AND WELD MINIMUM
OF ONE JOINT A.

DETAIL OF INTERMEDIATE

POST CONNECTORS

GENERAL NOTES:

ALL DIMENSIONS SHOWN ARE

IN mm UNLESS OTHERWISE

NOTED.
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